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Model No.  

NFP-M20VAZ-07180-21.5  

2-1. Motor Location Axial horizontal direction

2-2. Power Supply Mode DC regulated power supply

2-3. Test Environment 
(Temperature\Humidity) Temperature 20-28°C, relative humidity 60-70%

2-4. Direction of Rotation Viewed from the shaft end (clockwise in the direction of 
the clock) CW

1-1. Rated Voltage DC:3.7 V

1-2. Rated Load Eccentric mass dimension: R4.5 * 4.8 mm

1-3. Direction of Rotation CW/CCW

1-4. Operating Voltage Range DC:1.0~4.2V

1-5. Working Environment 
Temperature\Humidity

-10~50°C/5%~85%RH (Under the condition of no 
moisture condensation)

1-6. Installation Method 
&Placement Position

The length of the screw into the threaded hole is less 
than 1.2mm, and the output shaft is in any direction

3-3. Load Speed 8000rpm ± 15%

3-4. Load Current ≤100mA

3-5. Starting Voltage ≤1.5V

3-6. Stall Current ≤270mA

3-8. Insulation Resistance 1MΩ/DC:100V (Provide voltage test on either end of the 
terminal and the surface of the motor)
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3. Features

2. Test Conditions

1. Standard Operating Conditions
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4-1. External Dimension See below Figure

4-2. Surface Appearance No obvious deformation and no defects on the surface

4-3. End Play 0-0.15mm

4-4. Axial Radial Jump ≤0.03mm (At a distance of about 2/3 of shaft output 
end, measured with dial indicator)

4-5. Weight Appr. 5.0g

4-6. Amplitude According to the sample or the standard confirmed by 
both parties

4-7. Mechanical Noise

The mechanical noise is ≤58dB under the condition of 
the rated voltage and no-load, and the probe of sound 
pick-up is 30cm away from the motor (the maximum 
background noise is 26 dB)

6-1. Storage Temperature: -20°C~70°C; 

6-2. Storage Humidity: 5%~90%RH; 
 
6-3. Keep sealed and dry, avoid placing in the environment of high temperature, 
humidity and corrosive gases.

7-1. The conditions of ambient temperature have a great influence on the performance 
of the motor, please use it within the scope of this technical index. 

7-2. Avoid high temperature, high humidity, and avoid contacting with corrosive liquids 
and gases; 
 
7-3. Please do not lock the motor shaft when the motor is running, if the motor is 
locked continuously for more than 1 minute, the motor will heat up or even burn out. 
 
7-4. Avoid direct collision with the motor.
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7. Matters Need Attention

6. Storage Method

4. Mechanical Properties
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8-1. When used beyond the guidance range of this specification, product performance 
cannot be guaranteed. 

8-2. The specification sheet can be adjusted and added items after negotiation 
between the two parties. If there is still a dispute between the two parties after 
confirmation by your company, the confirmed sample shall prevail. 
 
8-3. In order to avoid returning qualified products to our company, our company does 
not provide backup for customers. 
 
8-4. If your company found defective products during IQC inspection, please indicate 
the reason and return them. Our company will not accept products without any marks. 
 
8-5. In the process of testing our products, if you have any new requirements, please 
inform us immediately, and we will provide high-quality and efficient services to meet 
your needs. 

8-6. The packing box or packing box should be handled with care during transportation 
to avoid collision and knock.
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9. Outline Drawing

8. Remark
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